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Critchley Identification Solutions

K-Type Markers

Z-Type Markers

G-Type Markers

O-Type Markers

V-Type Markers

STD Snap-on Marker

Permark Stainless Steel Markers

Electrical & Engineering Supplies Ltd.



For Cable
For Cable Size mm² Marker Packed ORDER

Diameter mm (BS6004) (BS6231) Box CODE

1.4-2.5 ! G3/10 1000 0719

2.0-3.5 1.0-2.5 G3/20 1000 0720

3.0-6.0 1.5-6.0 G4/10 500 0721

5.0-9.5 10.0-25.0 G6/10 250 0722

8.0-12.5 25.0-50.0 G6/20 250 0723

Size

Material

Colour Options

Modified thermoplastic compound (halogen, silicon
and cadmium free).

Yellow body marked black:
A-Z, 0-9 and symbols.

Service Temperature

Flammability

Chemical Resistance

#45ºC to +70ºC.

LOI 40% O2 FTI > 300ºC.

Excellent resistance to sea water, detergents (10%
aqueous), fuels and oils.

Limited Fire Hazard
Zero halogen, UL94 V-0 rated self
extinguishing material

Standard colour: Yellow

5 sizes for cables <1.0mm to 50mm² ²

Chevron cut ensures marks aligned

Gusseted design allows marker to
fit a wide range of cable diameters

For Cable Packed
For Cable Size mm² Marker Marker Reel ORDER CODE

Diameter mm (BS6004) (BS6231) Length mm Box (Straight Cut)

1.5-2.0 5 4.5 1000 0580 1151

2.0-3.2 1.0 7 4.5 1000 0581 1152

2.5-4.0 1.5 9 4.5 1000 0615 1153

2.9-4.7 2.5 11 4.5 1000 0616 1154

3.4-5.7 4.0 13 4.5 1000 0617 1155

3.8-6.3 6.0 15 4.5 1000 0618 1156

4.3-6.9 10.0 18 4.5 500 0620 1157

5.5-8.9 16.0 23 6.0 500 0622 1158

7.9-12.7 25.0 35 6.0 250 0624 1159

Applicators for Z-Type Cable Markers

Size Z-Type Size Packed ORDER CODE

1251

12522 9 1

1253

4 13 1 1254

5 15 1 1255

6 18 1 1256

Size

Material

Colour Options

Service Temperature

Chemical Resistance

PVC

#45ºC to +70ºC

Excellent resistance to sea water, detergents (10%
aqueous), fuels, oils, white and industrial spirit.

STRAIGHT CUT:
White body marked black:
A-Z, 0-9 and symbols, available on reels or
in boxes.
Yellow body marked black:
A-Z, 0-9 and symbols, available on reels only
Colour Coded:
0-9 all sizes, available in boxes.

CHEVRON CUT:
White body marked black:
A-Z, 0-9 and symbols, available in boxes only.
Yellow body marked black:
A-Z, 0-9 and symbols, available on reels only.
Colour Coded:
0-9, size 11 only, available in boxes or on reels.

Gusseted design allows marker to
fit firmly over a wide range of
cable diameters
9 sizes for cables <0.5mm² to 35mm²
Clear, legible mark

Choice of straight or chevron cut

Colour coded option

critchley@expresselectrical.co.uk

Z-Type Markers

G-Type Markers

3 11 1

1 7 1

ORDER CODE
(Chevron Cut)



Snap-On Markers

Green 3001.9-2.6 0.7-1.0

2.6-3.5 1.5-3.4 Red 300

3.3-4.5 2.5-6.0 Blue 300

4.5-6.0 6.0-10.0 Yellow 300

5.8-8.5 10.0-16.0 Orange 50

8.5-11.5 16.0-25.0 Orange 50

11.0-15.5 25.0-70.0 Grey 50

15.0-19.0 70.0-100.0 Grey 50

Applicator
(BS6004) (BS6231) Colour Packed

Brown 300

Grey 300

STD03 -" ""

STD06 -" ""

STD09 -" ""

STD12 -" ""

STD15 -" ""

STD17 -" ""

STD21 -" ""

STD24 -" ""

MARKER
ORDER CODE

STD01 -" ""

STD02 -" ""

For Cable
For Cable Size mm²

Diameter mm

1.0-1.4 0.1-0.5

1.4-1.8 0.5-0.7

Material
Polyoxymethylene

Colour Options
White body marked black:
A-Z, 0-9 and symbols.
Yellow body marked black:
A-Z, 0-9 and symbols.
Colour Coded:
(European): 0-9.

Service Temperature
#40ºC to +106ºC.

Chemical Resistance
Excellent resistance to sea water, detergents (10%
aqueous), fuels, oils, white and industrial spirit.

Snap-on marker for post-termination
applications

Secure grip for positive fix to cable

Supplied on applicators for quick
and easy fixing

Suitable for cable 0.1mm² to 100mm²

Colour coded option

For Cable
For Cable Size mm² Marker Marker ORDER CODE

Diameter mm (BS6004) (BS6231) Length mm Packed Part Cut

0.6-1.0 ! 0.75 3.0 1000 1106

0.9-1.3 ! 10 3.0 1000 1107

1.1-1.6 ! 12 3.0 1000 1108

1.4-2.1 ! 15 3.0 1000 1109

1.9-2.8 ! 20 5.0 1000 1110

2.4-3.5 1.0 25 5.0 1000 1111

2.9-4.8 1.5 30 5.0 1000 1112

3.9-5.8 2.5 & 4.0 40 5.0 1000 1113

5.3-8.0 6.0 & 10.0 55 5.0 1000 1114

Applicators for O-Type Cable Markers
Size O-Type Size Packed ORDER CODE

1 1 1251

2 25 1 1252

3 30 1 1253

4 40 1 1254

6 55 1 1256

Size

Material

Standard Colours

Service Temperature

Chemical Resistance

Performance

PVC.

#65ºC to +95ºC.

Excellent resistance to sea water, detergents (10%
aqueous), fuels, oils, white and industrial spirit.

BS3858:1992 Type 3.

Pink body marked black: A-Z and symbols.
Colour coded: 0-9.

Thin walled PVC Marker ! ideal for
densely packed wiring

Conforms with BS3858 Type 3

Ident repeated up to 3 times around
marker

Colour coded to BS EN 60062 as
standard

O-Type Markers

*

*

*

*

*

*

**

**

**

**

STD15MO

STD17MO

STD21MO

STD24MO

ORDER CODE
APPLICATOR

SUPPLIED

SUPPLIED

SUPPLIED

SUPPLIED

SUPPLIED

SUPPLIED

Part numbering system

Add required legend code: (0-9), (A-Z), (+), (-), (/), (.), (,), (:), (PHASE), (EARTH) and (BLANK)""
Add !W" for white body or add !Y" for yellow body"

* Packs contain 10 applicators, each carrying 30 markers.
** Packs contain 50 markers; applicators are sold separately, please ask for details.

Packaging details

20

critchley@expresselectrical.co.uk



CARRIER STRIPS
K-Type Marker Size Capacity Packed ORDER CODE

65 7 Digits 500 1132

65 12 Digits 500 1131

65 18 Digits 250 1130

Universal Carrier Strip Flag Type

65 12 Digits 100 1133

Material
PVC.

Service Temperature
#40ºC to +70ºC.

Colour Options
Yellow body or white body marked black:
A-Z, 0-9 and symbols, available on reels (R) only.
Colour Coded:
0-9, available on reels (R) only.

Chemical Resistance
Excellent resistance to sea water, detergents (10%
aqueous), fuels, oils, white and industrial spirit.

Versatile marking system for
cables, cable bundles and conduit

Elliptical marker profile allows easy
Fitting to carrier strips

Large characters for good legibility

Two styles of carrier strips holding
from 7 to 18 marks

Wide range of fixing methods

MARKERS
For Cable For Cable Size mm² Marker Marker Packed ORDER

Diameter mm (BS6004) (BS6231) Length mm Reel (R) CODE

4.2-7.0 4.0-10.0 65 6.0 500 1361

Size

K-Type Markers

European Colour Coding
Number Substrate Colour European

0 Black White

1 Brown White

2 Red White

3 Orange Black

4 Yellow Black

5 Green White

6 Blue White

7 Violet White

8 Grey Black

9 White Black

Selection Chart
Marker For Cable For Cable Size mm² Marker Packed

Size diameter mm (886004) (886231) Reel Disc Box

3 1.4 - 2.8 0.2 - 1.5 3 1000 500 1000 0761

5 2.8 - 5.0 1.5 - 4.0 3 1000 500 1000 0762

10 4.0 - 10.0 2.5 - 16.0 4 1000 150 500 0763

16 8.0 - 16.0 16.0 - 70.0 6 ! ! 200 0764

Available Marks
A-Z, 0-9, +, #, /, phase, earth, blank, full stop.

Colour Options
Yellow or white body marked black: A-Z, 0-9 and
symbols. Colour coded (European. Not size 16): 0-9.

Material
PVC.

Service Temperature
#45ºC to +70ºC.

Chemical Resistance
Resistant to petrol, industrial diesel, 10% sodium
chloride, cutting oil, gear oil, aircraft fuel & abrasion.

Packaging
Boxes, reels and pancake reels.

4 sizes cover cable diameters from
1.4 to 16mm

Chevron cut for alignment of marks

Expanding gusset for ease of
application

European colour coding

length mm

V-Type Markers

ORDER
CODE

critchley@expresselectrical.co.uk
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Our unique marking process allows us to provide you with a
diverse range of options to meet your hostile environment
marking requirements.

all

Upper or lower case characters

NO MINIMUM ORDER QUANTITY

Single / one-off productions

Logos and graphics

Varying font sizes on same marker

Multiple lines of text

Standard and 2-D barcoding

BOLD block letters

True Type fonts

Alphanumeric and sequential
numbering ability

Ordering

all products are delivered to you through a dedicated
service to meet your demands and ensure prompt
turn-around, delivery and back-up. Simply post,
email or fax your data to Express Electrical.
Once received we shall check, verify and process.

Packaging

any instruction for packaging of your markers can
be advised allowing us to identify if you require markers
dispatched by set, batch, field area or alpha-numerical
order. This leads to ease of pickability and improved
productivity at site as markers shall be catalogued
in an organised fashion.

Delivering

this product is available from Express Electrical to
any location worldwide. This product requires
efficient, service driven people to deliver on time
and as such our dedicated team will ensure we
meet your requirements.

95.00 mm

10.00 mm7.00 mm

12.00 mm

YOUR TEXT HERE

75.00 mm
7.00 mm

YOUR TEXT HERE

6.00 mm

PERMARK MARKERS

Cable Tie Slot ORDER
Width mm Packed CODE

Marker
Length mm

Marker
Height mm

each PP-PM0951295.00 12.00 10.00

each75.00 7.00 6.00 PP-PM07507

Permark 316 Stainless Steel
Laser Marked Markers

After 1 hour acid dissolved 0.2767gms off of steel tag (4.7%) - no effect to mark
After 12 hours acid dissolved 1.8057gms off of steel tag (30.6%) - no effect to mark

**Acid discolours after approximately 96 hours - mark appears slightly discoloured

*Acid dissolves steel tag and test was not run over 12 hours

Organic 1 Hour 12 Hours 24 Hours 168 Hours

Gasoline No effect No effect No effect No effect

Limonene No effect No effect No effect No effect

Methyl Ethyl No effect No effect No effect No effect

N-Butanol No effect No effect No effect No effect

Mineral Spirits No effect No effect No effect No effect

Xylene No effect No effect No effect No effect

Acetone No effect No effect No effect No effect

Propylene No effect No effect No effect No effect

Ethanol No effect No effect No effect No effect

DMSO No effect No effect No effect No effect

Motor Oil No effect No effect No effect No effect

Acid / Bases 1 Hour 12 Hours 24 Hours 168 Hours

Hydrochloric Acid No effect No effect

Nitric Acid (68%) No effect No effect No effect No effect

Sulfuric Acid (conc.) No effect No effect No effect No effect

Acetic Acid (99.5%) No effect No effect No effect **see notes

Hydrogen Peroxide (30%) No effect No effect No effect No effect

Sodium Hydroxide (25%) No effect No effect No effect No effect

Ammonium Hydroxide (20%) No effect No effect No effect No effect

*Test Stopped - see notes

Technical Data
Permark markers were laser marked at 600dpi and then
totally immersed in the test solutions below and
results recorded.



Express Electrical & Engineering Supplies Ltd
37 Cable Depot Road

Riverside Industrial Estate
Clydebank
G81 1UY

Tel: +44 (0)141 941 3689

critchley@expresselectrical.co.uk

Fax: +44 (0)141 952 8155

www.expresselectrical.co.uk

CRITCHLEY, G-TYPE, O-TYPE, Z-TYPE and K-TYPE are trademarks of Tyco Electronics.
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