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PART
NUMBER

MATERIAL WIDTH LENGTH PACKAGE 
WEIGHT

MAX DIAMETER  
SINGLE WRAP

MINIMUM 
LOOP TENSILE 

STRENGTH (LBS)

PACKAGE 
QUANTITYIN MM IN MM LBS KG IN MM

AE111 316 SS 1/4 6.4 6 152 1.4 0.6 1.5 38 75/300**  100/Bag

AE112 316 SS 1/4 6.4 9 229 1.8 0.8 2.5 63 75/300**  100/Bag

AE113 316 SS 1/4 6.4 12 305 2.1 1.0 3.4 86 75/300**  100/Bag

AE114 316 SS 1/4 6.4 18 457 3.0 1.4 5.4 137 75/300**  100/Bag

AE115 316 SS 1/4 6.4 24 610 3.7 1.7 7.3 185 75/300**  100/Bag

AE311 316 SS 3/8 9.6 6 152 1.8 0.8 1.5 38 100/500**  100/Bag

AE312 316 SS 3/8 9.6 9 229 2.5 1.1 2.5 63 100/500**  100/Bag

AE313 316 SS 3/8 9.6 12 305 3.1 1.4 3.4 86 100/500**  100/Bag

AE314 316 SS 3/8 9.6 18 457 4.4 2.2 5.4 137 100/500**  100/Bag

AE315 316 SS 3/8 9.6 24 610 6.6 3.0 7.3 185 100/500**  100/Bag

AE316 316 SS 3/8 9.6 30 762 7.0 3.2 9.1 231 100/500**  100/Bag

AE317 316 SS 3/8 9.6 36 914 8.3 3.8 11.0 280 100/500**  100/Bag

BAND-IT® Ties Coated & Uncoated
• Reusable tie
• Available in 6.35mm or 9.53mm widths
• 316 grade stainless steel
• Low Smoke, Zero Halogen PPA coated for superior  

corrosion resistance
• Thick coating protects cables & hands
• Fast, easy application
• Vibration proof
• Colours available upon request and are subject to  

a MOQ
AE200 / AE201 / C075  / or by hand

See pages 26-29 for full details on TOOLS and their specifications.

PPA571 coated 316 Stainless Steel BAND-IT® Tie

**Single / Double Wrapped • Material thickness 0.045" (1.1mm) includes coating

**Single / Double Wrapped

Uncoated 316 Stainless Steel BAND-IT® Tie
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NUMBER

MATERIAL WIDTH LENGTH PACKAGE 
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MAX DIAMETER
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AE101 316 SS 1/4 6.35 6 152 1.4 0.6 1.5 38 75/300**  100/Bag

AE102 316 SS 1/4 6.35 9 229 1.8 0.8 2.5 63 75/300**  100/Bag

AE103 316 SS 1/4 6.35 12 305 2.1 1.0 3.4 86 75/300**  100/Bag

AE104 316 SS 1/4 6.35 18 457 3.0 1.4 5.4 137 75/300**  100/Bag

AE105 316 SS 1/4 6.35 24 610 3.7 1.7 7.3 185 75/300**  100/Bag

AE301 316 SS 3/8 9.53 6 152 1.8 0.8 1.5 38 100/500**  100/Bag

AE302 316 SS 3/8 9.53 9 229 2.5 1.1 2.5 63 100/500**  100/Bag

AE303 316 SS 3/8 9.53 12 305 3.1 1.4 3.4 86 100/500**  100/Bag

AE304 316 SS 3/8 9.53 18 457 4.4 2.0 5.4 137 100/500**  100/Bag

AE305 316 SS 3/8 9.53 24 610 6.6 3.0 7.3 185 100/500**  100/Bag

AE306 316 SS 3/8 9.53 30 762 7.0 3.2 9.1 231 100/500**  100/Bag

AE307 316 SS 3/8 9.53 36 914 8.3 3.8 11.0 280 100/500**  100/Bag


